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Instructions to students:
1. Do not write anything other than your roll number on question paper.
2. Assume suitable data wherever required and mention it clearly.
3. Writing appropriate units, nomenclature, and drawing neat sketches/ schematics/ flow chart wherever,

required are an integral part of the answer.

Q.IA Objective type multiple choice questions (10 questions @ 1 mark) 10
1. Barraters are used for the measurement of

(a) VSWR (b) impedance (c) power (d) frequency
,11. For tacking the RADAR antenna beam pattern is

(a) Ornni directional (b) isotropic (c) highly directive (d) none of these
Ill. In satellite communication

(a) Uplink frequency is greater than downlink frequency
(b) Uplink frequency is equal to downlink frequency
(c) Uplink frequency is less than downlink frequency
(d) Anyone of these

IV. A geostationary satellite can cover
(a) Entire earth surface (s) one hemisphere in one pass
(b) One side of the earth (d) an area depending on the antenna used

v. If the peak transmitted power in a RADAR system is increased 81 times, then
the maximum range will be increased by a factor

(a) 3 (b) 9 (c) 27 (d) 81
VI. The FNBW of an antenna

(a) is less than HPBW (c) is greater than HPBW
(b) may be equal to HPBW (d) anyone of these

Vll. A dipole antenna is a
(a) Conduction current antenna (c) Displacement current antenna

. (b) includes both?j~lacement and conduction current (d) none of these
Vlll. The antenna most co' l'rionly used for TV broadcasting in UHF band is

(a) Parabolic disc antenna (c) dipole antenna
(b) Yagi-Uda antenna (d) patch antenna

IX. For measurement of high VSWR, the proper method is
(a) Single minima method (c) either (a) or (b)
(b) Double minima method (d) none of these

x. The VSWR meter is basically a
(a) DC amplifier (c) narrow band amplifier
(b) Demodulator (d) wideband amplifier

Page 1 of 2



•

Q.2 Short answer type questions (4 questions @ 2.5 marks)
(a) antenna efficiency
(b) radiation intensity
(c) directive gain
(d) radiation pattern of antenna

10

Q.3A What is horn antenna? Describe different types of horn antenna. 05
Q.3B Explain the working of 180° phase shift Gyrator with the help of neat diagram. 05

Q.4A Describe the construction of a Yagi-Uda antenna and its principle of operation. 05
Q.4B \ Describe and classified the satellite orbit and also derive the expression of orbital 05

period of the sateliite in minutes.

Q.5A Describe calorimetric method for the measurement of high power. 05
(2.5B What is Bolometer? How is it used to measure an unknown power? 05

Q.6A How can microwave be used to measure the thickness of a metal and dielectric 05
sheet?

Q.6B How can microwave be used to measure the moisture content? 05
OR

Q.6B How can microwave be used for heating? Describe different applications of 05
microwave heating.

•

Q.7B

List the advantages and disadvantages of waveguides.
An antenna has radiated power density in the main lobe is 1.4 J..lW1m2 and input
power 100 W then calculate the gain of the antenna.

OR
A geostationary satellite operating at 4 GHz is 35,860 km away from the earth's
surface. Calculate the surface loss of ratio?

05
05

Q.7A
Q.7B

05

Q.8A Describe the slotted line method for the measurement of unknown impedance. 10

,
Q.9A The mouth diameter ~.HPBW of a parabolic reflector are 5 m and 2.5°, 10

respectively. Calculate the operating frequency and power gain of the antenna.
Q.9B Derive the expression for the virtual height in terms of distance between 10

transmitting and receiving points, and transmitting angle for curve~ earth
surface.

OR
Q.9B Derive the expression for radar range equation in terms of noise figure and 10

transmitted pulsed power.
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