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Instructions to students:
1. Do not write anything other than your roll number on question paper.
2. Assume suitable data wherever required and mention it clearly.
3. Writing appropriate units, nomenclature, and drawing neat sketches/ schematics/ flow chart wherever,

required are an integral part of the answer.

Q.1A Objective type multiple choice questions (10 questions @ 1 mark) 10
1. An induction motor and a synchronous motor are connected to a common

feeder line. To operate the feeder at unity p.£. the synchronous motor should be
(a) under excited
(b) over excited
(c) normally excited
(d) disconnected from the common terminal

11. In an induction motor if the air gap is increased
(a) its speed will reduce
(b) it's efficiency will improve
(c) it's power factor will redJce
(d) it's break down torque will reduce

111. The rotor slots are slightly skewed in squirrel-cage induction motor to
(a) increase the strength of rotor bars
(b) reduce the magnetic hum and locking tendency of rotor
(c) economise the on the copper to be used
(d) provide ease of fabrication

IV. In a 3<P induction motor, the resultant flux is of constant nature and is
(a) equal to (/Jm' where (/Jm is maximum flux due to any phase.
(b) 1.5 times maximum value of flux due to any phase

'(c) -13/2 times ma~)1.tim value of flux due to any phase
(d)3(/Jm .

v. The leakage reactance of a three-phase alternator is determined by' erforming
(a) open-circuit and zero power factor test
(b) zero power factor and slip tests
(c) open circuit and short circuit tests
(d) short-circuit and slip tests

VI. Power factor of an alternator driven by constant pnme mover input can be
changed by changing its

(a) speed
(b) load
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•

(c) field excitation
(d) phase sequence

VII. Which one of the following is the primary reason for placing field on rotor in an
alternator?

(a) small power in the field circuit
(b) Insulation of high voltage is made easy on stator than on rotor.
(c) large power in stator
(d) large current in stator

Vlll. Which type of alternator is used in hydroelectric power stations?
(a) non salient pole alternator
(b) turbo generator
(c) salient pole alternator
(d) steam turbine

IX. Distributed winding and short chording employed in ac machines will result in
(a) increase in emf and reduction in harmonics.
(b) reduction in emf and increase in harmonics.
(c) increase in both emf and harmonics.
(d) reduction in both emf and harmonics.

x. Which is/ are the effects of increasing rotor resistance of a 1-!llinduction motor
(a) Reduces break down torque
(b) Lowers efficiency
(c) Increases slip corresponding to max. torque
(d) All of the abovea

Q.2 Short answer type questions (4 questions @ 2.5 marks) 10
1. What is Crawling?

11. A slip ring induction motor runs at 1500 rpm, when connected to 50Hz supply.
Determine the number of poles and slip.

111. Calculate the distribution factor for a 36-slots, 4-pole, single layer three-phase
winding.

IV. What is Hunting?

Q.3A Calculate a rms value of induced emf per phase of a 10 pole 3-<1>,50 Hz, 05
alternator with 2 slo~p:er pole/ phase and 4 condutors per slots in two layers.
The coil span is 150°.·fl1e fundamental component of £lux per pole is 0.12wb and
20% 3rdcomponent.

Q.3B What are the different torques of a synchronous motor? 05

Q.4A In a noload test an induction motor took 10 A and 450 watt with a line voltage of 05
110 V. if the stator resistance per phase is 0.05 0 and friction and windage loss
amount is 135 watt. Calculate exciting conductance and suspectapnce per phase.

Q.4B Describe the torque slip characteristics of three phase induction motor. 05

Q.5A The power input to a 500 V, 50Hz, 6 pole 3-<1>induction motor running at 975 05
rpm is 40kw. The stator losses are 1kw and the friction & windage losses are
tota12kw. Find
(i) the slip
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(ii) th rotor cu. l.oss
(iii) shaft power
(iv) the efficiency

Q.5B What arc the effects of harmonics on induced emf of alternator. 05

Q.6A. Derive the gross mcchnnical power developed by synchronous motor.
Q.6B Write a short note on construction of v-curvcs. .

OR
Describe the effects of harmonics on induced e.m.f of alternator.

05
05

Q.6B 05

Q.7A
Q.7B

05
05

Write a short note on A.C series motor
Derive the emf equation of alternator using first principle.
OR
Give a comparison between synchronous motor and induction motor. 05Q.7B

Q.8A A 1100 V, 50Hz delta connected induction motor has a star connected slip-ring 10
rotor with a phase transformation ratio of 0.263. The rotor resistance and stand
still leakage reactance are 0.012 Q and 0.25 Q per phase respectively. Neglecting
stator impedance and magnetizing current determine.
(i) the rotor current at start with slip-rings shorted
(ii) the rotor power factor at start with slip-rings shorted
(iii) the rotor current at 4% slip with slip-rings shorted
(iv) the rotor power factor at 4% slip with slip-rings shorted

Q.9A In a 50-KV A, star-connected, 440-V, 3-phase, 50Hz alternator, the effective 10
armature resistance is 0.25 0 per phase. The synchronous reactance is 3.2 Q per
phase and leakage reactance.is 0.5 Q per phase. Determine at rated load and
unity power factor
(i) Internal e.m.f e;
(ii) no-load e.m.f Eo
(iii)percentage regulation on full-load
(iv) value of synchronous reactance which replaces armature reaction

Q.9B A certain 3-<Dstar connected 100 KVA, 11 KV alternator has rated current of 10
52.5A .The A.C resistance of the winding per phase is 0.45 O. The test results are
given below.
o.c. test: field current =12.5 A, line voltage =422 V
s.c. test: field current = 12.5 A, line current =52.5 A
Determine the full ~d voltage regulation of the alternator at 0.8 p.f. leading.
OR

Q.9B A 3<Dinduction motor has a 4 pole star-connected stator windin and runs on a 10
220 V, 50 Hz supply. The rotor resistance per phase is 0.1 Q and reactance is 0.90
. The stator to rotor turns ratio is 1.75. The full load speed is 5%. Find
(i) the load torque in kg-m
(ii) speed at maximum torque
(iii) the rotor e.m.f. at a maximum torque

Best of luck.....................................................................................
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